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T.  in,en, ton.. relatè-, 'to - coltpsiblë ...tube 
ho'toEs"and :' -merC, pteilarl, 
mobl£tabi:è . to-:-., wal[« f0r.»supti.a. 
c[lsile tubé:e C-:- toothpte tubeï.m 
P0G'onf0 use .... 
' !t'"is:::mn/theobjec , ef:thë.lnventio::to 
proe: n.- impved: ollapsible-tube:holde 
lmP(eonsVmcti0n::-whieh can :be', mounte 
reçiVe:,nd:-ty support . eollPsiblë;pte:o 
creum-«'tubetn': position: o. OEspensi :t. te 
nt: hef-rSm.;  Whiëh:'cn  be: economical 
manufetured  ir6 .readll:awilblë 
bhls::nd- Wil-1  esflïéntl«engge«a be 
to facitate mouinthë: tube 
inclueS/mnui'Y:èêrative means engageable 
with the tube for Pogrevely spensing the 
tube contents;-anis pecilly desied for the 
«mr;of;:a exhausted-ubeï;un::replace - 
ment of a new tube therein, anoE-whlcis durable 
in constmcbion:,: hight sanitar .ad,neat and 
attmctive-ïh aPPeargnde. 
OthobJects and advançages will 
nff °m'a considertiofiofthë foll  dë 
spbn " ad-the,.appded- .cli, ms in coùnc- 
0: th :te accompnyi.ng/drding, Wheeln: 
Figure.l- is a ront. elevatl6n-:-of a tubg 0de', 
illustmtive of the Invention, Polons being 
broken away and sho in cross-section to ber- 
ter illustrate the construction thereof; 
gure 2 is .a lontuoEnal crs-section on the 
line 22 of ge 1; and 
e 3 is a boom plan view of the tube 
holder illustmted in gure 1. 
With continued reference to the dmwing, the 
tube composes an elongated, rectanlar recep- 
racle  of a size and spe to loosely receive 
therein a conventional collapsible tube 
reptacle is foed of thin-walled, resilient ma- 
terai, a molded sthetic resin mateal being 
preferred and may be proded in vaous colors 
and with surface ornamentation, as may be de- 
sired. o elongated slots 2 are proded, re- 
spectively, in the oppite side walls of the ctan- 
ar receptacle with each slot extending lontu- 
 nally of the corresponng side wall substan- 
tially along the d-width location of the side 
wall and from a location near one end to a location 
near e opposite end of the side wall, and an en- 
larged, rectangular opening $ is proded in the 
back wall of the receptacle. At each end of the 
openg  the back wall  proded with 
rounded notches  and 6 and the flanged or 
button Poions of two rubber suction cups 
and  are engaged, resctlvely, In these notches 
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2 Claims:. (CL 
f0" attachig "thë':cton 
at? fespectivélZoposl 
th# aCk ail 
cuDs: are«engageblè«:wlth.a. 
5:: such": s/th tiled«a!i 
abl  secure: thë'collaDsil - tube:h0tdë.' th 
wutI  fa « prope»:.posifia or=use 
of he .tube- 
ceptaClet 
uble for plaeia a 
At. lts. opositè: 
with  a paaI«: 0tion' tg:hvi:ng:; apicl 
t:5 
nec. R -: 0f:: hW tube;'..a Is=:vlely; flltad.n 
igure 2. 
tn-aled, resflient prongs- eac.h-Çf Ch.:x- 
tends:'fr6m: a  respèctiveside wall:0f:,the recep- 
ïp th:k:0f 
nff O:çrm:;withih:ther-cept clë: .A .tubeïrol 
2 ëomprie:am elod 
to. locdtion::ajacent .theopffite::end.ofth 
body. A thumb-knob  is proded on one end 
of the cyllndrical body and the bo ls exter- 
30 nally screw-threaded at its oppite end, as in- 
dicated at 6, and receives a hollow, intemally 
screw-threaded cap 8 which is similar in ex- 
te size to the knob  and prodes a thumb- 
knob at the corsponng end of the follet. 
3 e slot  of the bifurcated roller receives a 
collapsible tube near the fiattened, closed end of 
the tube, the furcations of the roller being fily 
gaged with the tube by threaoEng the cap 
onto the screw-threaded end of the folle. 
40 In ortier  mount a tube In the holder, the 
closure cap provided on the tube is removed and 
e screw-threaded neck of e tube  forced 
through the opening  In the bottom end of the 
holder, so that the ends of the prong at the open- 
45 ing 0 wfll engage in the threads on the neck 
of the tube. The en of the prong at the open- 
ing  are preferab beveled, as lncated at 
to provide thread-engaging edges on ese prongs. 
After the neck of the tube is secured in the open- 
50 ing , the roll  is inserd through the slo 
X in straddling relationship to e flattened end 
Poion of the tube and the cap  is threaded onto 
the screw-threaded end of the follet. The cover 
 8 is then placed In position on the upper end Of 
 the receptacle and the receptacle  mod on 



the wall ata convenient location by the suction 
eups ! 6 and ! 
For dispensing the contents of the tube, a 
toothbrush, as indicated at 28, in Figure 2, is 
held directly below the neck of the tube and the 
roller 22 is turned until the desired amount of 
paste bas been ïorced out oï the tube and onto 
the toothbrush. When a sufficient quantity 
toothpaste bas been dispensed, turning of the 
follet 22 is discontinued, and the consistency of 
the toothpaste will thon preclude any further 
movement of the paste out of the tube or any drip 
of its contents from the tube, when the device is 
not in use. 
When it is desired to remove an exhausted tube, 
the follet is flrst unwound from the tube, the cap 
26 is then removëd and the roller withdrawn 
ïrom the receptacle. Vith the receptacle re- 
moved from the wal!, two or more fingers are 
then inserted through the opening |3 and the 
tube is rotated in the receptacle until its neck 
threads out of the opening 20 in the bottom end 
formation .of the holder, aïter which the ex- 
hausted tube is removed through the open, upper 
end of the receptacle, and a new tube placed in 
the receptacle in the mariner indicated above. 
 The invention may be embodied in other spe- 
cific forms without departing from the spirit or 
essential characteristics thereof.. The present 
embediment is, therefore, tobe considered in all 
respects as illustrative and hot restrictive, the 
scope of the invention being indicated by the 
appended claires rather than by the ïoregoing 
description, and all changes which corne within 
the meaning and range of equivatency of the 
claires are, therefore, intended to be embraced 
therein. 
What is claimed is: 
1. A collapsible tube holder comprising, 
hollow, thin-walled receptacle 
terial having a pair of oppositely-disposed, longi- 
tudinal slots therein and a large opening between 
said slots, said receptacle having an open end and 
having at its opposite end an outwardly project- 
ing formation provided with an apical opening 
and comprising separate, resilient prongs 
tending from the wall of said receptacle to said 
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4 
opening fo resiliently grip a collapsible tube neck 
forced through said opening ïrom within said 
receptacle, a tube-winding spool comprising a 
bifurcated member inserted through said slots 
5 for receiving a coltapsible tube near its closed 
end between the furcations of such member and 
winding the tube fo dispense the contents there- 
of, two suction cups of flexible material secured 
to said receptacle at respectively-opposite ends 
10 of sàid opening, and a removable cover closing 
the open end of said receptacle. 
2, A collapsible tube holder comprising an 
elongated, rectangular receptacle of thin-watled, 
resilient material having elongated slots respec- 
i5 tively-extending longitudinally of two opposite 
- side walls along the mid-width location of said 
side walls and between locations near the op- 
posite ends of such walls and having a large open- 
ing in its back wall, said receptacle having one 
20 end open and having at ifs opposite end a pyra- 
midal formation provided-with an apical open- 
ing and comprising four separate, resilient prongs 
extending respeCtively îrom the walls of said re- 
ceptacle to said apical opening to resiliently re- 
25 ceive and grip a coltapsible tube neck forced 
through said tube opening from within said re- 
ceptacle, a tube-winding spool comprising a bi- 
furcated member inserted through said slots for 
receiving a coltapsibte tube near its closed end 
30 between the furcations of such member and wind- 
ing the tube to dispense the contents thereof, 
two suction cups of flexible material secured te 
said receptacle at opposite ends of the opening in 
said black wall, and a removable cover closing 
35 to open. end of said receptacle. 
VII_3_AM T. LORD. 
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